The "IBZ" Series Guitar Amplifier is built tough and compact for easy carrying on the road, or in the studio for the musician who needs a small, hi-power amplifier.

- 3 stage amplification on Channel 1
This new development will give you more versatility in sound variation. You can actually control the V1, V2 and Master control in any combination.

- Hi-gain and normal input—
Selection of the type of sound your music.

- Built in 6 band equalizer on model No. IBZ30 EQ
No. IBZ60 EQ and No. IBZ100EQ.
IBZ 30
POWER OUTPUT
30 watts RMS, 60 watts PEAK into 8 Ohms
One 12" Speaker
Minimum Input Signal For Rated Output
Channel 1: 3mV Hi-Gain
Channel 2: 2.5mV Normal
Controls:
Volume 1 (Hi-Gain), Volume 2 (Normal), Master Volume, Bass, Middle, Treble, Reverb and Head Phone Jack
Cabinet Dimensions
18\(\frac{3}{4}\)\(\text{W} \times 16\frac{3}{4}\text{H} \times 9\frac{3}{4}\text{D})
Weight: 22lbs

IBZ 60
POWER OUTPUT
60 watts RMS, 100 watts PEAK into 8 Ohms
One 12" Speaker
Minimum Input Signal For Rated Output
Channel 1: 3mV Hi-Gain
Channel 2: 2.5mV Normal
Controls:
Volume 1 (Hi-Gain), Volume 2 (Normal), Master Volume, Bass, Middle, Treble, Reverb and Head Phone Jack
Cabinet Dimensions
18\(\frac{3}{4}\)\(\text{W} \times 18\frac{3}{4}\text{H} \times 11\frac{3}{4}\text{D})
Weight: 34lbs

IBZ 100
POWER OUTPUT
100 watts RMS, 169 watts PEAK into 8 Ohms
One 12" Heavy Duty Wide Range Speaker
Minimum Input Signal For Rated Output
Channel 1: 3mV Hi-Gain
Channel 2: 2.5mV Normal
Controls:
Volume 1 (Hi-Gain), Volume 2 (Normal), Master Volume, Bass, Middle, Treble, Reverb and Head Phone Jack
Cabinet Dimensions
18\(\frac{3}{4}\)\(\text{W} \times 18\frac{3}{4}\text{H} \times 11\frac{3}{4}\text{D})
Weight: 42lbs

IBZ 30EQ
POWER OUTPUT
30 watts RMS, 60 watts PEAK into 8 Ohms
One 12" Speaker
Minimum Input Signal For Rated Output
Channel 1: 3mV Hi-Gain
Channel 2: 2.5mV Normal
Controls:
Volume 1 (Hi-Gain), Volume 2 (Normal), Master Volume, Bass, Middle, Treble, Reverb and Head Phone Jack
Equalizer
100Hz, 300Hz, 600Hz, 1.2KHz, 2.5KHz, 5KHz
Cabinet Dimensions
18\(\frac{3}{4}\)\(\text{W} \times 16\frac{3}{4}\text{H} \times 9\frac{3}{4}\text{D})
Weight: 22lbs

IBZ 60EQ
POWER OUTPUT
60 watts RMS, 100 watts PEAK into 8 Ohms
One 12" Speaker
Minimum Input Signal For Rated Output
Channel 1: 3mV Hi-Gain
Channel 2: 2.5mV Normal
Controls:
Volume 1 (Hi-Gain), Volume 2 (Normal), Master Volume, Bass, Middle, Treble, Reverb and Head Phone Jack
Equalizer
100Hz, 300Hz, 600Hz, 1.2KHz, 2.5KHz, 5KHz
Cabinet Dimensions
18\(\frac{3}{4}\)\(\text{W} \times 18\frac{3}{4}\text{H} \times 11\frac{3}{4}\text{D})
Weight: 34lbs

IBZ 100EQ
POWER OUTPUT
100 watts RMS, 169 watts PEAK into 8 Ohms
One 12" Heavy Duty Wide Range Speaker
Minimum Input Signal For Rated Output
Channel 1: 3mV Hi-Gain
Channel 2: 2.5mV Normal
Controls:
Volume 1 (Hi-Gain), Volume 2 (Normal), Master Volume, Bass, Middle, Treble, Reverb and Head Phone Jack
Equalizer
100Hz, 300Hz, 600Hz, 1.2KHz, 2.5KHz, 5KHz
Cabinet Dimensions
18\(\frac{3}{4}\)\(\text{W} \times 18\frac{3}{4}\text{H} \times 11\frac{3}{4}\text{D})
Weight: 42lbs