1st Chair Drum Throne

INSTRUCTION MANUAL / BXikEhBAE

Please read through this manual
before starting to use.

CERAIKBZEIIC. BIHRABEEFH LSV,

Thank you for your purchase of this TAMA
1st Chair Drum Throne.To ensure safe
and efficient use, please read this manual
completely before beginning assembly.Store
this manual in a convenient place for future
reference.
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Seat Bracket
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There are three different styles of seat bracket
in the TAMA 1st Chair Drum Throne lineup.

Type A (Fig. 2A, 3, 4)

This seat bracket has a retaining mechanism.
This style of seat bracket is for the type A rod
shown in Fig. 3. When you insert the threaded
rod into this type of bracket, make sure that
several threads are still visible on top of the
Height Lock shown in Fig.3. If you insert
the rod in such a way where the thread is
invisible, the Retainer Bolt (a) won’t enter the
Groove (a’) on the rod (See Fig.3 & 4).

Note.

When using this seat bracket for a Type B rod,
please remove retainer bolt (a) by using 3mm
hex wrench.

Type B (Fig. 2B, 3)

This bracket is for a type B rod without groove
shown in Fig.3.

Type C (Fig. 2C, 6, 7)

This bracket is for the HYDRAULIX (gas lift)
model. Please read the HYDRAULIX model
section in this manual for more information.
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Threaded Rod Model
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Assembly (Fig. 1, 2A, 2B)
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. Loosen the T-bolt (A) and expand the tripod
by moving the slider to the bottom end of
the stand.
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. Loosen the T-nut (C) on the seat bracket.
Place the seat bracket on the threaded rod,
then tighten the T-nut (C) securely.

Height Adjustment (Fig.5)

® Higher

1. If the seat’s height is too low, loosen the
T-nut (B) and raise the seat to the desired
height.

. While holding the seat in place, spin the
Height Lock clockwise to affix it to the
nylon bushing. Do not Tighten the T-nut (B)
yet.
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® Lower

1. If the seat’s height is too high, spin the
Height Lock counterclockwise to your
desired height.

N

. While holding the seat, loosen the T-nut
(B) and lower it down slowly so it makes
contact with the nylon bushing. Do not
tighten the T-nut (B) yet.

® Final adjustment

1. Sit down on the seat and make sure the
height is correct. Adjust height by turning
Height Lock.

. To make the seat higher, turn the Height
Lock clockwise (marked “UP”). To make the
seat lower, turn counterclockwise (marked
“DOWN?”).

3. You can also adjust the height by spinning
the seat like a standard throne.
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4. Now tighten the T-nut (B) securely.
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A\ CAUTION!

Before you sit down, make sure the Height
Lock is placed on the nylon bushing as
shown in fig.1.

If you loosen the T-nut (B) or sit on the seat
with Height Lock in a floating position, the
seat may fall suddenly and cause injury.
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HYDRAULIX Model
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A\ CAUTION!
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. If you weigh less than 110lbs (50kg), the
HYDRAULIX models’ height adjustment
may not work properly.

.The HYDRAULIX models come
standard with a protective cap. This cap
prevents the upper tube from extending
accidentally. Please remove the cap
before you mount the seat section to
the upper tube (See Fig.7). Whenever
you remove the seat section from upper
tube for storage, be sure to attach this
again. Please don’t lose this cap for
transportation of your throne.

. Don’t push the release button on the top
of upper tube with your hand or fingers.
If you do so, the upper tube may extend
suddenly and cause injury.

. The upper tube of HYDRAULIX throne
models are lubricated with silicon grease
for smooth sliding.
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Assembly (Fig.6, 2C)
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. Loosen the T-bolt (A) and expand the tripod
by moving the slider to the bottom end of
the stand.

. Loosen the T-nut (C) on the seat bracket.
After you mount the seat on the upper tube,
tighten the T-nut (C) securely.

Height Adjustment (Fig.6)
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. If the seat is too low, pull up the lever on
the seat bracket and stand up slightly so
that you are not putting weight on the seat.
When it reaches your desired height, simply
release the lever.

. If the seat is too high, pull up the lever while
putting your weight on the seat to make it
lower.

When it reaches your desired height, simply
release the lever.

BACKREST UNIT

INSTALLATION MANUAL

you purchased a Backrest Unit individually,
lease install the unit on your existing seat by

following steps 1-3 below. If you purchased
the complete set (throne with Backrest),

p

lease skip ahead to step 4.

To install the Backrest unit you will need a
Phillips screwdriver (#2 or #3)
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. Remove the six screws on the back of the
seat by using a Phillips screw driver. Then
remove the seat bracket.

. Sandwich the included reinforcement plate
between the seat bracket and the seat,
then secure the seat bracket, with 4 screws
(Fig.12).

. Secure the base unit over the reinforcement
plate as shown in Fig.9. Please use the six
longer screws (included with Backrest Unit)
for this.

. Loosen the T-nut (D), and align the arm
retainer as shown in Fig.10.

. Attach the Backrest arms to the base unit.
Now turn the arm retainer 90 degrees as
shown in Fig.11. Tighten the T-nut (D) to
lock the arm in position.

. Before storing, loosen the T-nut (D) and
turn the arm retainer as shown in Fig.10 to
remove the Backrest. Also you can fold the
backrest onto the seat without removing
(Fig.12).

Height Adjustment (Fig.8)
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oosen the T-nut (D), and slide the Backrest
p or down to the desired height. Tighten the

T-nut (D) to lock the Backrest in position.

Angle Adjustment (Fig.11)

Turn the angle adjusting knob clockwise toftilt
the Backrest towards you, or counterclockwise
to tilt the Backrest away from you.

By tightening the lock nut, your favorite angle

C

an be easily replicated.
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A\ CAUTION!

To avoid tipping over backwards when using
the Backrest, ensure one leg is facing in the

d

irection of the backrest as shown in Fig.8.

Do not lean on the Backrest any harder than

n

ecessary.
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HYDRAULIX Model
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B This instruction manual was issued in November 2017. Specifications and design are subject to change without notice.
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